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V-SAN Workgroup 400 Series

Workgroup 400 Solution Competitive Advantages

e Compact desktop form factor is perfect for small businesses
e Lower cost per server than iSCSI and DAS
e Works with ordinary local area networks

e Requires no special hardware

. L e Requires no special training
Technical Specifications
e RAID-protected volumes across enclosures

Model 400 Series Product and Support Information
Configuration Workgroup
art Number | Deseription
Hosts One Gigabit Ethernet waiov1 Service & Support - 1 year
(1000BASE-T) W410Y2 Service & Support - 2 Year
Disks Four Serial ATA W410Y3 Service & Support - 3 Year
Connectivity Gigabit Ethernet local area
network
Operating Systems Windows XP, Windows Vista
(32 bit) Windows Server 2000, 2003
2008
Quantity Up to 4, hot-swap removable
Type Business class
Size 3.5 Inch low-profile
Speed Up to 1000 RPM

PHYSICAL

»
>

Height 7.6” (190mm)
Width 6.4” (162mm)
Depth 12.8” (325mm)
Weight 19.9 Ibs. (9.04kg) maximum eSS
Voltage 100-127/200-240V % WORKGROUP
Frequency 50/60Hz “ SCSI DAS
Current 4.6/2.3A maximum Workgroups:
Consumption 140W maximum ‘ A szglcaieb?l%
Dissipation 480 Btu per hour maximum : Bﬁg Emgi‘;ity
Operating Temperature |40 to 95 deg F (5 to 35 deg C) Complexity >
Operating Humidity 20% to 80% (non-condensing) Workgroup 400 combines the best of DAS and iSCSI
Operating Shock 3.5G, 3ms SANs to deliver an ideal solution for server storage
Non-Operating Shock 30G, 1ms expansion and consolidation.
Operating Vibration 0.25G at 2Hz to 200Hz

for 15 mins
Non-Operating Vibration | 1.14G at 2Hz to 200Hz for 15

minutes
Emissions FCC Class A, ICES-003 Class A
Safety UL/C-UL Listed CE Marking

V-SAN by

MarketStor



